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Hagar EHO010 EHO11 Manual

(C2 Spinaci hodiny Navod k obsluze

hager (D> Schaltuhren Bedienungsanleitung

SR— Time switch User instructions English in yellow
Schaltscheibe
Switching dial Posuvni jezdci Nastaveni casu Zapojeni
Schaltscheibe Zeitinstellung AnschluB
Switching dial Time setting Connection
Each segment = 15 min Rotate dial to set current time

230 V~ =10 % 50/60 Hz

s g

| B
EH 010, EH 011 ElE

@ Move segments right = timer OFF

1] Move segments left = timer ON
Clock motor = terminals 1 and 2
Switch - terminals 3 and 4

4 9
» — N G‘u 1 16 A 250 VA ACT
4 A 250 V induktivnf zatéz cos ¢ 0,6

g 900 W Zarovkova zatéz
, Auto =Timer Y 1116 A 250 V~ AC1
0 . Hh o Automatic 4 A 250 V Induktive Last cos ¢ 0,6
Override /o auto 900 W Glithlampen
% w16 A 250 VA AC1
1 4 A 250 V inductive load cos ¢ 0.6
Permanently ON 900 W incandescent lighting
1/4 Hp max
4
@ w16 A 250 V~ AC1
—_— B 4 A 250 V Induktive Last cos ¢ 0,6
auto : Automaticky provoz 900 W Glithlampen
(©) Automatik
Automatic w16 A 250 V~ AC1
4 A 250 V inductive load cos ¢ 0.6
l: Trvale sepnuti 900 W incandescent lighting
Dauer EIN
Permanently ON
EH 010 EH 011
Technické udaje 4
Technologie : quartz, bez reservy quartz, reserva chodu 200 hod. Zaruka C)
chodu po 120 hod. dob[jen[ pﬁ 20°C Plati vSeobecné podminky firmy Hager Electro s.r.o.
Cyklus : EH 010 : 24 hodin EH 011 : 24 hodin po dobu 24 mésict od data vyroby.
Vlastni spotfeba : 0,5 VA 0,5 VA
Presnost chodu : + 1 sec./den + 1sec./den
Provozni teplota : -10°Caz +55°C -10 °C az +55 °C
Skladovacf teplota : -20 °C az +65 °C -20 °C az +65 °C
2 year warranty pripojteinost vodic : 1az4mm? 1az4mm:
Technische Daten i @
Technologie: Quartz, ohne Gangreserve | Quartz, Gangreserve: 200 Stunden Garantie
nach 120 St. Ladedauer bei 20 °C Es gelten die Allgemeinen Geschafstbedingungen
ZyKlus: EH 010: 24 Stunden EH 011: 24 Stunden oo bloetty Gmbh: hew: it genietche
Eigenverbrauch: 0,5 VA 0,5 VA
Ganggenauigkeit: + 1 Sek./ Tag + 1 Sek./ Tag
Umgebungstemperatur: -10 °C bis +55 °C -10 °C bis +55 °C
Lagerungtemperatur: -20 °C bis +65 °C -20 °C bis +65 °C
Capacitat AnschluB: 1 bis 4 mm? 1 bis 4 mm?
Technical specifications Warrant
technology: quartz, without supply failure | quartz, with supply failure reserve at 20°C: Y
reserve 200 h after being connected for 120 h 4 warranty period of 24 months is offered on hager
oycle: EH 010: 24 hours EH 011: 24 hours prickics S doss o enufor s e o sy
consumption: 0,5VA 0,5 VA found to be defective it must be returned via the ins-
working accuracy: + 1 sec. / day + 1 sec. / day I spict (iolesslag T anantyle
working temperature: 10 °C10 455 °C 10 °C10 455 °C S kL I G
storage temperature: -20 °C to +65 °C -20 °C to +65 °C which is contrary to IEE wiring regulations and
3 o accepted practice within the industry at the time of
connection capacity: 1t0 4 mm? 1to 4 mm? installations.
mcedure for the return of goods has not been fol-
I 1. Explanation of defect must be included when
returning goods.
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