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Modular Electronic

FM1D20A

FM1D20E

18 1F b 2

FM2D50
0.1 Ibs -14°F

0.05kg (-40°C)
to

131°F

(68°C)

NTERMATIC’

Providing a brighter solution*

Time Controls

24-hour and/or 7-Day

Wiring connections:
® “A” Models: screw terminals for #10 to #24 AWG wire HVAC/R

e “"E” Models: /4 in. quick connects
# of Switch

FM1D - A and E Series Q)‘&(*}s

Model # Voltage Circuits  Rating Programs Mounting
EATDS0A20 0 VA DT 16 A S0 SN Rl
FM1D20A-24 24 VAC/VDC 1 SPDT, 16 Amp 20 Surface/DIN Rail
FM1D20A-240 240 VAC 1 SPDT, 16 Amp 20 Surface/DIN Rail
FM1D20E-120 120 VAC 1 SPDT, 16 Amp 20 Flush
FM1D20E-24 24 VAC/VDC 1 SPDT, 16 Amp 20 Flush
FM1D20E-240 240 VAC 1 SPDT, 16 Amp 20 Flush
FM1D50A-12 12 VAC/VDC 1 SPDT, 16 Amp 50 Surface/DIN Rail
FM1D50A-120 120 VAC 1 SPDT, 16 Amp 50 Surface/DIN Rail
FM1D50A-24 24 VAC/VDC 1 SPDT, 16 Amp 50 Surface/DIN Rail
FM1D50A-240 240 VAC 1 SPDT, 16 Amp 50 Surface/DIN Rail
FM1D50E-12 12 VAC/VDC 1 SPDT, 16 Amp 50 Flush
FM1D50E-120 120 VAC 1 SPDT, 16 Amp 50 Flush
FM1D50E-24 24 VAC/VDC 1 SPDT, 16 Amp 50 Flush
FM1D50E-240 240 VAC 1 SPDT, 16 Amp 50 Flush

FM2D50 Series
24-hour and/or 7-day

Dual circuit timer allows for each circuit to be programmed
separately or together

# of Switch
Model # Volts AC  Circuits Rating Programs Mounting
EAZDEGT3GE T e 5 SPOT 76 Amp ........ e ST
FM2D50-24* 24 2 SPDT, 16 Amp 50 Flush or surface
FM2D50-240* 240 2 SPDT, 16 Amp 50 Flush or surface

*  For DIN rail Mounting, order accessory, MB-DIN (DIN Rail Mounting Base).
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