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ET2105C ET2705C ET2805C Indoor Type 1 Steel 1 SPST 30 120-277 VAC

ET2105CP ET2705CP ET2805CP Indoor/Outdoor Type 3R Plastic 1 SPST 30 120-277 VAC

ET2105CR ET2705CR ET2805CR Outdoor Type 3R Steel 1 SPST 30 120-277 VAC

ET2115C ET2715C ET2815C Indoor Type 1 Steel 1 SPDT 30 120-277 VAC

ET2115CP ET2715CP ET2815CP Indoor/Outdoor Type 3R Plastic 1 SPDT 30 120-277 VAC

ET2115CR ET2715CR ET2815CR Outdoor Type 3R Steel 1 SPDT 30 120-277 VAC

ET2125C ET2725C ET2825C Indoor Type 1 Steel 2 2 x SPST 30 120-277 VAC

ET2125CP ET2725CP ET2825CP Indoor/Outdoor Type 3R Plastic 2 2 x SPST 30 120-277 VAC

ET2125CR ET2725CR ET2825CR Outdoor Type 3R Steel 2 2 x SPST 30 120-277 VAC

ET2145C ET2745C ET2845C Indoor Type 1 Steel 4 4 x SPST 30 120-277 VAC

ET2145CP ET2745CP ET2845CP Indoor/Outdoor Type 3R Plastic 4 4 x SPST 30 120-277 VAC

ET2145CR ET2745CR ET2845CR Outdoor Type 3R Steel 4 4 x SPST 30 120-277 VAC
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