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TIMERSTIMERS

DUAL VOLTAGE 7 DAY TIME-SWITCH-FOUR-POLE SERIES

� Applications: Heating � Air Conditioning � Ventilation Systems � Motors

� Dial: 7 day dial. 7 ON and 7 OFF trippers.

� Switch Rating: 30 amps resistive, 690 VA pilot duty, 2 H.P. at 120 of 240

volts.

� Operations: Up to 4 ON/OFF operations per 24 hours and 28 per week.

With manual ON/OFF switch that allows circuit to be hand operated without

disturbing scheduled setting.

� Minimum Setting: 3 hours between ON & OFF, 5 hours between OFF & ON.

PRECISION REPLACES   VOLTS    SWITCH        ENCLOSURE

PART NO. PARAGON

SD700800 7008-00  120/240    2NO-2NC NEMA1

SD700871 7008-71  120/240    2NO-2NC NEMA1

*Trippers X100 2 per package

SPRING WOUND TIMERS

PRECISION REPLACES  TIME                    SWITCH
PART NO.     RANGE                   INTERNAL
PM15M   PSW-15M 15 min. SPST
PM30M   PSW-30M 30 min. SPST
PM60M   PSW-60M 60 min. SPST

Single switch with brushed aluminum wall plate.

Operates lights, fans, heaters on desired time schedule.

http://waterheatertimer.org/Countdown-timer-horsepower-ratings.html  


