
Inner Door Removal Procedure

Step 1. Rotate knob of the combination
thermostat/gas valve to the “OFF” position.

Step 2. Remove outer jacket burner access door

Step 3. Inner Door Removal.

a) Disconnect resettable thermal switch wire leads (leading from Gas Control/gas valve).
b) Remove (2) hex drive screws from right side inner door.
c) Remove (2) hex drive screws from flange section of inner door.
d) Remove (2) hex drive screws from left side inner door.
e) Remove inner door and inspect per step 4.

Step 4. Fully inspect inner door gaskets for the following:
>Tears >Other imperfections that will inhibit proper seal
>Missing Material  >Gasket adhesion to inner door
>Cracks >Material left on combustion chamber (around opening)
>Dirt or debris

If the gasket is not effected by any of the above, gasket replacement is not required. If replacement is required,
proceed to Inner Door Gasket Replacement Procedure.

Inner Door Gasket Replacement Procedure.

WARNING

If the information in these instructions is not

followed exactly, a fire or explosion may result causing

property damage, personal injury or death.

Step 5. After inspection of inner door as noted in step 4, completely remove gasket and adhesive residue from right
and left side inner doors as needed.

Step 6. Use RTV sealant (recommended bead size 1/8") to secure the inner door gasket to the inner door sections
(right & left). Refer to illustration on next page for proper application. Note the overlap configuration in the
flange area of the inner door. Set the flange section first, this will help to achieve the proper over lap position.

For Robertshaw Control,

rotate knob clockwise to

the “OFF” position.

The Bradford White

DEFENDER
Safety System®

For White Rodgers Control,

depress knob slightly and rotate

clockwise to the “OFF” position.

For Honeywell Control, rotate

knob counter-clockwise to the

“OFF” position.
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Installation of Inner Door With Gasket.

WARNING

Stripped fastener connections may allow

for seal breach of inner door. A seal

breach may result in a fire or explosion

causing property damage, personal injury

or death. Do not over tighten screws in

steps 8, 10 and 11.

If a fastener connection is stripped,

contact the manufacturer listed on the

water heater rating plate.

Step 7. Clean any residual gasket residue or other debris
from combustion chamber surface before
installing the inner door/gasket assembly.

Step 8. Place the left side inner door into position first.
Firmly position the radiused channel of the inner
door aroundthe feedline. Using the (2) hex drive
screws from step 3d, secure left side inner door in
place. DO NOT OVER TIGHTEN SCREWS.

Step 9 Position thermocouple, pilot tube and Piezo wire
against left side inner door flange gasket.
DO NOT ROUTE THROUGH RADIUSED

CHANNEL WITH FEEDLINE.

Radiused Channel for

Feedline

Position thermocouple/thermopile,

pilot tube and piezo wire.

PLACE FLANGE

SECTIONS FIRST

RECOMMENDED PATTERN

FOR RTV SEALANT

GASKET
OVERLAP MUST
BE AS SHOWN
±1/32"

ENLARGED
VIEW OF
FLANGE AREA

EXPANDED VIEW

VIEW WITH GASKETS

IN PLACE
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Step 10. Firmly place right side inner door flange against the left side inner door flange and secure with (2) hex drive
screws from step 3c. DO NOT OVER TIGHTEN SCREWS.

Step 11. Align right side inner door to combustion chamber and verify the fastener holes of the combustion
chamber are aligned with the right side inner door slotted opening. Verify seal integrity around combustion
opening. Secure right side inner door using (2) hex drive screws from step 3b. DO NOT OVER TIGHTEN

SCREWS. Verify both left and right sides of the inner door are properly positioned and sealed against
the combustion chamber.

Step 12. Reconnect lead wires from combination thermostat/gas valve to resettable thermal switch (See photo in step
3). Note, wire terminations are interchangeable with either resettable thermal switch connections.

Step 13. Replace outer jacket burner access door.

Step 14. To resume operation follow the instructions located on the lighting instruction label or the lighting instructions
located in the installation and operation manual.

Verify threaded hole

alignment with slotted

openings in inner door.

Secure flange with

hex drive screws.
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